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Specifications

• Help to diagnose worn oil pumps and engines, faulty oil pressure switches and warning 
indicators.

• Accurately tests oil pump pressure, switch and warning indicators.
• Gauge range: 0~10 BAR, 0~140 PSI.
• Permanently oil primed 2M flexible hose.
• Quick coupling adapters, with removable shut-off valve.
• Adapters × 11
• Angular adapters × 1

Alfa Romeo, American model vehicles, Audi, Austin, 
Autobianchi, BMW, British-Leyland, Alfa Romeo, 
American model vehicles, Audi, Austin, Autobianchi, 
BMW, British-Leyland, Chrysler, Citroen, CITROEN, DAF, 
Daihatsu, Fiat, Ford, General Motors, Honda, Hyundai, 
Isuzu, Jaguar, Lada, Lancia, Land Rover, MAN, Matra, 
Mazda, MB, Mercedes Benz, Mitsubishi, Nissan, Opel, 
Peugeot, Porsche, Renault, Rover, Saab, Skoda, Subaru, 
Suzuki, Toyota, Vauxhall, Volvo, VW.

No. Thread
01 1/8”-28PT
02 1/8”-27NPT
03 1/4”-18NPT
04 3/8”-20UNF
05 1/2”-20UNF
06 M10x1.0
07 M12x1.5
08 M14x1.5
09 M16x1.5

10 M18x1.5

11 3/8”-24UNF
B 90° ELBOW

C Quick coupling adapters, with 
removable shut-off valve

Applications


